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MAXIMUM CUT (BACK) SLOPES

MATERIAL HORIZONTAL : VERTICAL
SANDY SOIL 3 10 4
MOIST CLAY 2 10
LOOSE, GRAVELLY 2 70 1.5

SOIL OR HUMUS
SHALE 1 1
LOOSE ROCK 1/2 1
STABLE ROCK 1/4

CLEARING LIMIT

NOTES:
VEGETATION REMOVAL IN THE TRAILWAY WILL VARY WITH GROWTH HABIT OF SPECIES.

CUT WOODY PLANTS BACK OR REMOVE ENTIRELY SO THAT BRANCHES DO NOT ENCROACH IN A TRAILWAY.
HERBACEOUS PLANTS WILL REVEGETATE ALL BUT TRAILBED.
USE PULL BENCH CUT WHEREEVER POSSIBLE.
LONGITUDINAL SLOPE (RUNNING SLOPE) SHOULD BE LESS THAN HALF SLOPE OF HILLSIDE (1/2 RULE).
CHOOSE TRAIL ALIGNMENT TO CREATE ROLLING GRADE WITH ADEQUATE CRESTS AND DIPS.

DIRECT RUNOFF AWAY FROM WATER BODIES IN ORDER TO AVOID POSSIBLE CONTAMINATION.
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PRUNE (TYPICAL)

LIMBS TO BE REMOVED
AT COLLAR TO AVOID STUBS

ADJUST BACK SLOPE —
DEPENDING ON SOIL TYPE
IN MXIMUM CUT TABLE

| —SLOPE SOIL 2—-5% TO DRAIN

/

SPREAD EXCAVATED SOIL TO
SIDES OF TRAIL (6" MAX.
DEPTH). AVOID FILL AT
SENSITIVE PLANTS. SEED AS
NEEDED PER SANDY CITY

\44\ STANDARD.
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